FIBERGLASS PIPE
INSULATION
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PRODUCT DESCRIPTION

GC pipe insulation is preformed cylindrical insulation composed

of glass fibers, bonded with a thermosetting resin. It is produced in
3 ft. [314mm)] lengths, with a factory applied jacket and can be
opened easily to fit over the pipe. Jacketing is a white craft paper
bonded to aluminum foil and reinforced with a fiberglass scrim. The
longitudinal lap of the jacket has a self-sealing adhesive strip. A butt
strip is provided for each section,

APPLICATION

GC pipe insulation is intended as a thermal insulation of piping
operating at temperatures up to 1000 (538°C) in commercial
building, industrial facilities and power or process plants.

FEATURES AND BENEFITS

Excellent thermal and insulation performance
* Excellent resistance to heat loss or gain
* Lower operating costs

Low cost installation

* Easy installation reduces labour costs

* High guality self-seal ASJ enables eliminates the need for staples,
additional material and tools

Exceeds fire code requirement

¢ Tested in accordance with ASTM E-84 and CAN 4-5102 and does
not exceed the limit flame spread rating of 25 and smoke
development rating of 50

Easy Size ldentification
* Pipe size and wall thickness is printed at the end of the ASJ
* After application, the size identification is covered by the butt strips

Vapor Retarder Jacket for insulation
* The all service jacketing is a vapor retarder

AVAILABILITY

GC Insulation fiberglass pipe insulations are available plain (no jacket]
and with an all service jacket. I is designed to fit standard copper pipe
sizes from 5/8" to 4 1,/8" (16mm-105mm) and to fit standard iron
pipe sizes from 1/2" to 14" (13mm-356mm). Standard thicknesses
range from 1,/2" to 4" [13mm-102mm).






